
FUME HOOD 
Limit exposure to toxic or hazardous fumes, 
vapors, and dust with this fume hood (Part No. 
FUME-HOOD), a valuable addition to any lab. 
 
Features:
- High air exhaust air flow
- Built-in sink
- Easy to use controller

FUME Hood

Machinery directive 2006/42/EC 
Low Voltage Directive 2006/95/EC 
Electromagnetic Compatibility directive 2004/108/EC

PACE Technologies
3601 E. 34th St, Tucson, AZ 85713 USA

Phone +1 520-882-6598 FAX +1 520-882-6599
www.metallographic.com

email pace@metallographic.com

Technical Specifications:
Feature Specification

Fan Speed (RPM) 1450 rpm

Air Flow (CFM) 1175-1470 cfm 

Static Pressure range 75-500 Pa

Sound Level (dBA) 65 dBA

Power 110 V/ 60 Hz

Wattage 300W

Phase Single Phase

Weight 540 lbs (245 kg)

Color Black

Lighting Type LED

Blub Wattage 20 W 12 V

Overall Dimensions  
(W x D  x H)

47.2 x 32 x 118 inches 
(1200 x 810 x 3000 mm)

Sink Dimensions 
( W x D  x H)

4.25 x 8.75 x 4.75 inches 
(120 x 220 x 120 mm)

Chamber Dimensions  
( W x D  x H)

37 x 26 x 47 inches  
(940 x 610 x 1200 mm)

Stand  
( W x D x H)

  47 x 28.75 x 32.25- inches 
(1194 x 705 x 819 mm)

Cabinet 
( W x D x H)

42 x 12.5 x 26.25-inches 
(1067 x318 x 667 mm)

Working Space 37 x 24 x 34  -inches 
(940 x 610 x 864 mm)  

Working Top Height 35-inches (889 mm) 

Part No. FUME-HOOD         


